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An automatic installati on for chemical analy ses 

5 An automatic installation for chemical analyses, which includes a plurality of 

microplates (6) exhibiting each one a plurality of reaction wells (6-1) formed therein 
and a micro-plate identification section (1) carrying micro-plate identification data ; 
an installation (4, 5) for introducing samples and reactants which is provided at a 
location for introducing samples and reactants, so as to introduce predetermined 

10 amounts of samples and reactants into the reaction wells (6-1) of a micro-plate (6) 
which is positioned at a location (7) for introducing samples and reactants ; an 
installation (17) for reading the sample identification data (2-2, 2-3) ; a reaction 
section (8) for carrying out the reaction in the reaction wells (6-1) into which the 
samples and the reactants were introduced ; a measuring installation (9) which is 

15 provided at a measuring location (10), to measure the results of the analysis carried 
out in the reaction section (8) ; a first installation (11-1) for reading firstly the micro- 
plate identification data of the section (1) carrying micro-plate identification data of 
the micro-plates (6), which installation is arranged at the location (7) for introducing 
samples and reactants, to record the micro-plate identification data (1-1, 1-2) ; a 

20 second installation (9) for reading the micro-plate identification data, which is 

provided at the measuring location (10) to read the micro-plate identification section 
(1)... 
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Prufungsantrag gem. § 44 PatG ist gestellt 
@ Automatische chemische Analysevorrichtung 

(S?) Automatische chemische Analyseeinrichtung, die eine 
Vielzahl von Mikroplatten (6) verwendet, von denen jede eine 
Vielzahl von darin ausgeformten ReaktionsgefaBen (6-1) 
aufweist und ein Mikroplatten- Identifikationsteil (1) hat, das 
Mikroplatten- Identifikationsdaten tragt, mit einer Proben- 
und Reagenzienzufuhreinrichtung (4, 5), die an einer Proben- 
und Reagenzienzufuhrstelle vorgesehen ist, urn vorgegebe- 
ne Mengen von Proben und Reagenzien in Reaktionsgefa&e 
(6-1) in einer Mikroplatte (6) einzubringen, die an der 
Proben- und Reagenzienzufuhrstelle (7) ausgerichtet ist; 
einer Probenidentifikationsdatenlesevorrichtung (17) zum 
Lesen von Probenidentifikationsdaten (2-2, 2-3); einer Reak- 
tionsstrecke (8) zum Ausfuhren der Reaktion in den Reak- 
tionsgefaBen (6-1) in die die Proben und Reazentien einge- 
fullt worden sind; einer MeBeinrichtung (9), die an einer 
MeRstelle (10) vorgesehen ist, urn Analyseergebnisse der in 
^ der Reaktionsstrecke (8) der ausgefuhrlen Reaktion zu 
messen; einer ersten Mikroplatten-ldentifikationsdatenlese- 
0> vorrichtung (11-1), die an der Proben- und Reagenzienzu- 
CO fuhrstelle (7) zum Lesen des Mikroplatten-ldentifikationstei- 
^ les (1), das an der Mikroplatte (6) angebracht ist, die an der 
© Proben- und Reagenzienzufuhrstelle (7) ausgerichtet ist, urn 
erste Mikroplatten-ldentifikationsdaten (1-1, 1-2) zu erfas- 
sen; einer zweiten Mikroplatten- Identifikationsdatenlesevor- 
richtung (9), die an der MeBstelle (10) angeordnet ist, urn 
das Mikroplatten-ldentifikationsteil (1) ... 
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